
LOUDSPEAKER SYSTEM  
ZgB-200-4-566 (ZEUS) 9 6111 317 01

TECHNICAL DATA

System type 
Rated impedance 
Rated frequency range 
Rated input power 
Max. input power 
Sensitivity
Crossover frequencies 
Loudspeakers: ,

bass-reflex
4 ohm

50-20  000 Hz 
200 W 

• 400 W 
96 dB 
4 kHz

GDN 30/120-8 ohm 
GDWT 12-19/100-8 ohm

Dimensions
Mass

350x980x310 mm 
28 kg

Finish: PVC

FREQUENCY RESPONSE CURVE
M e a s u re d  in anechoic room a t 1 W, 1 m, free field.
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LOUDSPEAKER SYSTEM 
ZgS 200-4-568 (ZEUS) 96111 317

INDEKSY PODZESPOŁÓW SERWISOWYCH

GDN 30/120/1 - 8 ohm 
GDWT12-19/150 - 8 ohm 
Zwrotnica elektryczna

q 275 24
8 4141 041 25 (membrana)
9 5291 144 04

8 4171 335 01
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GDN 30/120/1 
8 ohm

12 V /21 W

1,5 uF

GDN 30/120/1 
8 ohm

0,2 mH ft) GDWT 12-19/1 SO 
8 ohm

SCHEMAT ZWROTNICY ELEKTRYCZNEJ
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