
CA3023 VIDEO AND 
WIDE-BAND AMPLIFIER

General-purpose amplifier used in gain-controlled linear amplifier, 
AM /FM  if amplifier, video amplifier, and limiter applications. 
12-lead “TO-5” package; Outline No. 2. For schematic diagrams 
and characteristics curves, see Figs. 119 through 133. For maxi
mum ratings, refer to type CA3021.

TYPICAL CHARACTERISTICS (At am bient temperature =  25°C ,
V oc =  + 6 V , V EE =  0)

Device D is s ip a tio n ......................................................... P t 35 m W
Q uiescent O u tp u t V o lta g e ....... .................................. Vo 1.3 V
A G C  Source C urren t (V agc — 6V ) ....................... I agc 0.8 m A
V oltage G ain  ( f  — 5 M H z) ...................................... A 53 dB
—3-db B andw idth ......................................................... BW 16 M H z
Input R esistance ( f  — 10 M H z) ............................ Rin 300 12
Input C apacitance ( f  — 10 M H z) ....................... Cin 13 p F
O utput R esistance ( f  — 10 M H z) ....................... Rout 100 n
N oise F igu re  ( f  — 1 M H z) ...................................... N F 6.5 dB
A G C  R ange ( f  -  10 M H z) ................................. A G C 33 dB
U seful F requency  R ange ..........................................
M axim um  O utput V oltage (f  — 10 M H z) ......... V out

dc to  40 
0.5

M H z
V rms


